
Catalog Number: PS-AFTF13
UPC Number: 88861451753
Status: A

Combination Three Phase Non-Reversing HP Rated Fusible Disconnect Starter, 2S-2W,

CSA Motor Switching Current 9, Contactor Size AF09, Type 1, Maximum Motor HP Ratings

200/208V 2, 220/240V 2, 460/480V 5, 575/600V 7.5, AC Coil Voltage 100-250V

North American Specifications (UNSPSC)
UNSPSC 39121521 Motor starter controls

IGCC 4736 Non-Reversing Starters With Fusible Discon-

nects

Brand Name ABB

Type Combination Starter

Phase Three

Size AF09

Enclosure NEMA/UL Type 1

Packaging
Outer Quantity 1

Outer Dimensions (inches) 12x8x28

Weight Uom 23 lbs. Each

For further technical assistance, please contact us...

ABB Installation Products - USA
860 Ridge Lake Blvd.
Memphis, TN 38120
www.tnb.com

ABB Installation Products Technical Support
MS 3B-50
860 Ridge Lake Blvd.
Memphis, TN 38120

Hours: 7AM - 6PM CDT
Monday-Friday
Phone: (888) 862-3289
Fax: (901) 252-1321
Email:techsupport@tnb.com


