OTHER WIRING PRODUCTS
Lampholders

SECTION

Features

Lampholders provide lighting in unfinished areas,
such as attics and basements.

Porcelain White Lampholders
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Catalog Number RL8804 RL8806 RL8812 RL8816 RL8822
Description Keyless, Keyless, Pull Chain, Pull Chain, Pull Chain with Receptacle,
P 4 Terminal Screws. 6 inch Pigtails. 2 Terminal Screws. 6 inch Pigtails. 2 Terminal Screws.
660W 125V
Rating 660W 250V 660W 250V 660W 250V 660W 250V 15A 125V
NEMA 5-15R
Plastic White Lampholders
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Catalog Number RL8504 RL8506 RL8512 RL8516
L s Keyless, Keyless, Pull Chain, Pull Chain,
Description 4 Terminal Screws. 6 inch Pigtails. 2 Terminal Screws. 6 inch Pigtails.
Rating 660W 600V 660W 600V 660W 250V 660W 250V
Incandescent Brass Lampholders, Medium Base
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Catalog Number RL101* RL102* RL105* RL100** RL106*
Description Turn Knob, On/Off. Turn Knob, Three Way. | Push Through, On/Off. Keyless. Pull Chain, On/Off.
Rating 250W 250V 250W 250V 660W 250V 660W 250V 660W 250V

Note: *UL or cUL. **UL or CSA.

HUBBELL

Wiring Device-Kellems

Dimensions in Inches (mm)
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