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Signal and Control, Linkosity, Female Receptacle, 6-Wire, 10A 600V AC,
PM Wire Code, 5' Length

Features

Linkosity6-Wire
10A 600V AC

Application

Power and Control Integration

Specifications

Nema Rating Non-NEMA

Conductor

Number Of Poles 6-Pole
Conductor Size #16 AWG
Conductor Type Copper
Number Of Conductors 6

Current

Amperage Rating 10 A

Voltage Rating 600V Max kV
Wattage 6000
Current / Amperage Rating 10 A
Current Rating 10 A

General

Color Gray
UPC 783585131030
Construction Fabricated
Item Type Female Receptacle
Material Composite
OEM Brand Name Hubbell Wiring Device-Kellems

Logistics

Carton Quantity 50

Product Assets

Catalog [English]
Installation Manual [English]

A Hubbell brand © 2026 Hubbell Incorporated. All rights reserved
WDK-RF1006PM005-SPEC-EN | REV 8/2026

https://www.hubbell.com/hubbell/en/p/19448979
https://www.hubbell.com/hubbell/en/p/19448979
https://www.hubbell.com/hubbell/en/p/19448979
https://www.hubbell.com/hubbell/en/p/19448979
https://www.hubbell.com/hubbell/en/p/19448979
https://www.hubbell.com/hubbell/en/p/19448979
https://hubbellcdn.com/catalogfull/EP-WDK-CAT-EN-02193.pdf
https://hubbellcdn.com/installationmanuals/WIRING_PD2039_INSTALLINST.pdf
https://www.hubbell.com/hubbell/en

