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TYPE

SPD

Surge Protective Device
Flush Mount Plate

Features
® Pre-cut window

Benefits

e Covers cutout in mounting surface for a clean, fast
flush mount installation

® Provides drilling template for mounting surface
installation

© Corrosion resistant coating, color matched to
breaker panel

® For mounting to drywall included

® Pre-drilled mounting holes
© Gray powder coat finish

® Hardware mounting kit
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For Use With Dimensions - in. (mm)
Catalog Catalog
Number Numbert A B C D E
FMPO0239KIT RE-050-1R1X 6.350 (161.29) 7.310 (185.67) 3.260 (82.80) 3.340 (84.84) 2470 (62.74)
RE-050-Y3WX
FMP0240KIT 1.870 (199.90) 8.750 (222.25) 4.780 (121.41) 4,780 (121.41) 2.470 (62.74)
SE-050-+++*
SE-100-+4#+
FMP0241KIT XE-0B0-###+ 8.310 (211.07) 12.840 (326.14) 5.310 (134.87) 8.810 (223.77) 2,530 (64.26)
XE-100-###*

T ###** rgpresents the voltage code suffix of the surge protective device. Refer to SPD product catalog pages to determine suffix.

Hardware Mounting Kit

Hardware Number Included \
5/6" x 1-3/8" Wall Anchor 4 v
1/4" x 3/4" Phillips Pan Head Sheet Metal Screw 4
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