
 

nVent ILSCO
4701 Creek Rd, Suite 110
CINCINNATI, OH 45227

513-533-6200
800-776-9775 

78366926050UPC Code
S-573-3NEMA Code
NoDual Rated
YesDirect Burial
STD PACK QTY 50Carton Quantity Description
1Bag Quantity

StrandedConductor Type

CopperMaterial
NAInsulation
BareConnector Finish
CopperConductor Material

19.05Width (mm)
6.1875Width BX (IN)
0.75Width (IN)
0.157Weight (LB)
15.875Length (mm)
0.625Length (IN)
35.56Height (mm)
2Height BX (IN)
1.4Height (IN)

OILSCOs Die Index Number
NAFixing Type
HardBarrel Marking

GGC-1SKU: 

 0783669260502UPC:

Features & Benefits:

Permaground Copper Grounding Grid, Main ConductorDescription:
Range 2-6, Tap Range 2-6, UL, CSA

Specs

Additional Class Attributes

Dimensions

Material and Finish

Additional Technical Specifications

General



 

nVent ILSCO
4701 Creek Rd, Suite 110
CINCINNATI, OH 45227

513-533-6200
800-776-9775 

NAConductor Range AL Solid (Primary, run, main, line)
2 Str - 6 StrConductor Range CU Stranded (Secondary, tap, load)
2 Str - 6 StrConductor Range CU Stranded (Primary, run, main, line)
2 Sol - 6 SolConductor Range CU Solid (Secondary, tap, load)
2 Sol - 6 SolConductor Range CU Solid (Primary, run, main, line)
NAConductor Range AL Stranded (Secondary, tap, load)
NAConductor Range AL Stranded (Primary, run, main, line)
NAConductor Range AL Solid (Secondary, tap, load)

CopperColor

NATemperature Rating

E34440UL File Number
UL 467 ListedUL / CULUS Specification
667PUL Control Number

This product is in compliance with Prop65. It is not known to
contain any chemicals associated with this regulation

Prop65 Compliance
C22.2 No. 41CSA Standard
LR-5465CSA File Number

NAMounting Bolt/Stud Size

Bolt and Screw Sizes

Testing Standards

Environment and Temperature

Color

Conductor Ranges


