KILLARK

EY-100TM - 1" EY Vertical Seal Fitting Iron,
w/nipple Male/Female

By Killark
Catalog # EY-100TM

1" EY Vertical Seal Fitting Iron, w/nipple Male/Female

Features

¢ Large opening for easy packing of fiber dam and pouring of
compound.

¢ Integral bushings in conduit hubs to protect conductor
insulation from damage.

« NPT tapped hubs to ensure ground continuity.

¢ Design provides minimum turning radius.

¢ 25% conductor fill.

¢ Supplied with removeable close nipples.

Application

Class |, Divisions T and 2: The purpose of seals in a Class |
hazardous location is to minimize the passage of gases and
vapors and prevent the passage of flames from one electrical
installation to another through the conduit system. Seals are
required to

Specifications

EU RoHS Indicator Contact Manufacturer

Buy America(n) Qualified Contact Manufacturer

Hazardous Rating(s) ¢ Class |, Divisions 1& 2,
Groups B, C, D
¢ Class |, Zones 1 & 2, Groups
1B, 1A
¢ Class Il, Divisions 1 & 2,
Groups E, F, G

A Hubbell brand
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https://hubbellcdn.com/catalogfull/LI_KIL_MULT_CAT_EN_00009.pdf
https://hubbellcdn.com/installationmanuals/KIL_EY_50_75_100_K1386.pdf
https://hubbellcdn.com/installationmanuals/KIL_EY_Seal_Fittings_Max_Wire_Fill_IOM_K1120.pdf

