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KDB Series - Aluminum ATEX And IECEx Certified

Drain/Breather - Thread Size M16 NPT

Features

Suitable for Explosionproof and Dust-Ignitionproof

environments.

Copper-free aluminum.

Light Blue Anodized Finish.

Application

When installed in the top of an enclosure, these fittings act as

breathers which allows air flow through the enclosure. Bottom

installations permit water from condensation to drain from the

enclosure continuously.

Specifications

ATEX File Number SIRA 10ATEX1351U

CSA File Number LR11716

IECEx File Number IEC Ex CSA 10.0007U

Hazardous Rating(s) Class I, Divisions 1 & 2,

Groups C, D

Class I, Zones 1 & 2, Groups

IIB, IIA

Class II, Divisions 1 & 2,

Groups E, F, G

Class III, Divisions 1 & 2

EU RoHS Indicator Contact Manufacturer

Dimensions

Height 1 in

Width 1 in

Hub Size M16

Length 2 in

Gross Weight with Packaging 0.125

Dimensions 2 in x 1 in x 1 in

General

Color Gray

UPC 783936076065

Type Drain & Breather

Material Aluminum, Copper Free (less

than 4/10 of 1%)

Series KDB Series

Product Assets

Installation Manual [English]
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