
  

Product Bulletin for 
Lumina™ RF Room Controller System

Smart Energy Saving Retrofits with Lumina™ RF 
Room Controllers and Philips® EasySmart Lamps

Smart and Easy Energy Saving LED and Controls 
Retrofit
Today’s leading-edge lighting controls require more than just a 
switch that turns lighting on and off. Leviton Lumina™ RF Room 
Controllers and Philips® EasySmart lamp technology deliver 
a simple, yet advanced room control solution that can meet 
the unique lighting needs for each space. Lumina RF Room 
Controllers and Philips EasySmart lamps allow customers to 
incorporate high performance lighting control strategies while 
meeting energy code requirements and qualifying for rebates. 

This simple solution only requires the retrofitting of Philips 
EasySmart lamps and a Lumina RF Keypad Room Controller. 
Use the Bluetooth®-enabled Neuron App to configure, 
monitor, and control the system.

Lumina RF Room Controllers and  
Philips EasySmart Lamps

  System Features
•	 Programmable via any Bluetooth-enabled Android or 

iOS smart device using the Neuron App
•	 Multi-location switching 
•	 Occupancy detection—minor motion coverage area is 

equivalent to lamp coverage area
•	 Auto-ON/Auto-OFF —automatically turns the lights 

ON on occupancy, turns the lights OFF on vacancy
•	 Restore Daylighting Target on occupancy
•	 Restore Last Level on occupancy
•	 Restore Fixed Level on occupancy

•	 Manual-ON/Auto-OFF—upon occupancy, nothing 
happens, user must push a button or control the 
lights from the app to turn them on; turns the lights 
OFF on vacancy

  System Features (continued)
•	 Multi-zone daylight harvesting—no limit to number of 

zones
•	 Closed loop daylight harvesting
•	 Configurable dead band
•	 Room daylight harvesting has two operating modes

•	 CAP at Target —lights will never go brighter than 
the programmed target level

•	 Override Allowed —lights can temporarily override 
the daylighting target
•	 When the lights are in override, they will remain 

so until the user puts them in daylighting mode 
again by pressing the “ON” button, the user 
adjusts the level, or the override timer expires

•	 Upon expiration of the override timer, the lights 
will revert to the daylighting target value

•	 Daylighting timer can be set from 1 minute to xx 
hours or to infinite

•	 Programmable Keypad Room Controller buttons—
assignable with one of the following behaviors
•	 Scene—collection of Groups at a level
•	 Toggle—button turns an individual group ON/OFF
•	 Room ON—all lights go to their target level or to MAX 

if they are not in a daylighting zone
•	 Room OFF—all lights go OFF
•	 Raise—lights get incrementally brighter from their 

current position; lights that are off, stay off
•	 Lower—lights get incrementally dimmer from their 

current position; lower will only dim the lights to their 
minimum value

•	 User controlled lamp Groups—no limit to number of 
Groups

•	 Integral scene support—scenes are collections of 
Groups, each at their own level, programmed with a 
fade time and recalled from a push button or the app



Lumina RF Room Controller and Philips EasySmart Technology Power
•	 Simplify energy management and code compliance
•	 Can be used to comply with lighting control requirements for IECC, ASHRAE 90.1 and 

Title 24, Part 6
•	 Increase energy savings
•	 Optimize space functionality
•	 Improve the comfort of a space for occupants to work or learn
•	 Boost productivity
•	 Configure, control and monitor the system from your smart device via the Neuron App

1.	 Replace existing lamps      
with EasySmart lamps.

 
2.	 Replace existing wall       

switch with Lumina RF       
Keypad Room Controller.

3.	 Configure the system       
with the Leviton Neuron       
App to meet the unique 
lighting needs of the 
space and you're done!

Smart and Simple LED Conversion 
and Multi-Zone Controls Installation

Just Two Products Provide  
the Following Capabilities

Full Range Dimming50%

Add Optional Sensors for 
Additional Control:

Daylight Harvesting 

Scenes

Manual Control

Occupancy/Vacancy 
Sensing

* Typical energy savings will vary based on application.

*



The System Components
  Philips EasySmart Lamps

•	 Compatible with Lumina RF Room Controllers —assures that 
the lamps will seamlessly operate with other Lumina RF 
devices and have a well defined feature set

•	 Out-of-the-box, pre-commissioning, power-up operation
•	 Energy management and code compliant lighting control 

solution with dimming, occupancy/vacancy sensing, and 
basic daylight harvesting capabilities�

•	 Enables wireless communication with other Philips 
EasySmart lamps and Lumina RF Room Controllers via a 
robust mesh network

•	 Each lamp is independent (works together in Groups after 
commissioning)

•	 Dimmable lamps
•	 Minimum and maximum trim adjustable
•	 Selectable dimmer curve

  Lumina RF Keypad Room Controller
•	 Acts as the primary user interface and coordinates all the 

energy management functions within the space
•	 Provides the Bluetooth interface for connection to the 

Neuron App via an Android or iOS smart device
•	 Uses the Neuron App to configure button operation to 

meet the unique lighting needs of each space

  Lumina RF Occupancy Sensor
•	 Occupant detection for intended coverage area of the 

lamps
•	 Detects occupancy, turns lights OFF when the space 

is unoccupied, and turns lights ON when the space is 
occupied

•	 Occupancy sensitivity may be adjusted for each lamp or for 
the space as a whole 

  Lumina RF Photocell
•	 Light level detection
•	 Automatically calibrated daylight harvesting 

  Leviton Bluetooth-enabled Neuron App
•	 Wirelessly communicates to the Keypad Room Controller, 

Occupancy Sensor and Photocell via Bluetooth to configure 
control and monitor the system

•	 Enables dimming, occupancy/vacancy sensing, multi-zone 
daylight harvesting, manual control, and scene capabilities
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Cat. No. Description
DLDNK-01W* Lumina RF Decora 1-Button multi-function BLE keypad with room controller, 120-277VAC, 50/60Hz, White
DLDNK-02W* Lumina RF Decora 2-Button multi-function BLE keypad with room controller, 120-277VAC, 50/60Hz, White
DLDNK-04W* Lumina RF Decora 4-Button multi-function BLE keypad with room controller, 120-277VAC, 50/60Hz, White
DLDNK-08W* Lumina RF Decora 8-Button multi-function BLE keypad with room controller, 120-277VAC, 50/60Hz, White
ZSC04-IxW Lumina RF Wireless PIR Occupancy Sensor, 450 sq ft
LURPC-00W Lumina RF Wireless Photocell
FREE* Leviton Neuron App—download via www.leviton.com/apps,  Google Play Store or Apple Store

Lumina RF Wireless Room Controller System

Product No. Model No. Description Volts Color Temp. (K) LED Lifetime
46645-8 9290012811 14T8/48-3000 IF 10/1 EasySmart 120/277 3000 50,000
46646-6 9290012812 14T8/48-3500 IF 10/1 EasySmart 120/277 3500 50,000
46647-4 9290012813 14T8/48-4000 IF 10/1 EasySmart 120/277 4000 50,000
46648-2 9290012814 14T8/48-5000 IF 10/1 EasySmart 120/277 5000 50,000

Philips InstantFit LED T8 Lamps with EasySmart Technology**

*   Not compatible with other Lumina RF Gateway products. Contact Leviton for more information. 
** Sold separately. Refer to www.philips.com/easysmart for additional product information. 

Lumina RF Room Controller System Compatibility Chart

Lumina RF Standalone Room Controller System

Room 
Controller DLDNK-01W | DLDNK-02W | DLDNK-04W | DLDNK-08W 

Lumina RF Keypad Room Controllers*

Compatible Products

  
Occupancy 
Sensors ZSC04-IxW  Lumina RF Wireless Occupancy Sensor

Photocells
LURPC

Lumina RF Wireless Photocell*

Remote 
Keypads DLDNK-01W | DLDNK-02W | DLDNK-04W | DLDNK-08W

Lumina RF Keypad Room Controllers*

Configurator 
Tool

Neuron App*

Load 
Control 46645-8        46646-6        46647-4        46648-2

Philips InstantFit LED T8 Lamps with EasySmart Technology**

     


