
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Pipe  
Size 

Coupling 
Pipe Size B 

Wt. Each 

lbs. kg 

11/2  (40) 11/4 31/4  (82.55) .85 (.39) 

2       (50) 11/4 35/8  (92.08) 1.12 (.51) 

21/2  (65) 11/2 37/8  (98.43) 1.62 (.73) 

3       (80) 11/2 43/16 (106.36) 1.79 (.81) 

31/2  (90) 11/2 47/16 (112.71) 1.94 (.88) 

4       (100) 2 43/4  (120.65) 2.73 (1.24) 

5       (125) 2 55/16 (134.94) 3.09 (1.40) 

6       (150) 21/2 615/16 (176.21) 5.86 (2.66) 

8       (200) 21/2 715/16 (201.61) 6.88 (3.12) 

10       (250) 3 91/8  (231.78) 10.11 (4.59) 

12       (300) 3 101/8  (257.18) 11.28 (5.12) 

PIPE SUPPORTS 
 

Fig. 870 

PIPE SADDLE 

SUPPORT WITH 

COUPLING 

Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters. 

FUNCTION:  Designed to support horizontal pipe from floor stanchions. 

Normally used in conjunction with Fig. 871 threaded base stand. 

 

MATERIAL:  Steel 

 

FINISH:  Plain or Electro-galvanized 

 

ORDERING:  Specify pipe size and figure number. 

Available in stainless steel.  
To order, specify 304 or 316 and add 
suffix SS to figure number.  
Price on request. 


