CONCRETE ATTACHMENTS

L 1

FUNCTION: Designed for attaching hanger rod to a concrete ceiling. Ei g. 903
MATERIAL: Low carbon steel CONCRETE ROD

ATTACHMENT PLATE
FINISH: Plain or Electro-galvanized

ORDERING: Specify rod size and figure number.

Available in stainless steel.

To order, specify 304 or 316 and add
suffix SS to figure number.

Price on request.

Material

pDia. D =1
4 Holes yA 5 Size

Max. Rec.
Rod Load Wt. Each
Size Plate
A B C D E F Size Ibs. Kn Ibs. kg

g | 1 |(25.40) 8 |(203.20)|27s| (73.03) | 5 |(127.00)| % |(14.29)| 10X 10x%s | (254 x 254 x 9.53) 730 | (3.25) | 11.60 | (5.26)
Y, | 1 [(2540)| 8 |(203.20)|27s| (73.03) | 5 |(127.00)| % |(14.29)| 10x10x¥s | (254x254x9.53) | 1350 | (6.01) | 11.60 | (5.26)

Slg | 1 |(25.40)| 8 |(203.20)| 27| (73.03) | 5 |(127.00)| % |(14.29)| 10x10x%s | (254x254x9.53) | 2160 | (9.61) | 15.10 | (6.85)

3, | 1 [(25.40)| 8 |(203.20)|3Y,| (8255) | 5 |[(127.00)| % |(17.46)| 10x10x Y, | (254x254x12.7) | 3230 | (14.37) | 16.10 | (7.30)
Ty | 1 [(25.40)| 8 [(203.20)|4Y,|(107.95)| 5 |[(127.00)| Y |(17.46)| 10x10x Y, | (254x254x12.7) | 4480 | (19.93) | 16.70 | (7.57)

1 | 2 [(50.80)| 8 [(203.20)|4Y,|(114.30)| 6 |(152.40)|%.s|(20.64)| 12x12x Y, | (304.8 x 304.8x 12.7) | 5900 | (26.24) | 34.90 | (15.83)

145 | 2 |(50.80)| 8 |[(203.20)| 4%, |(120.65)| 6 |(152.40)|%%15((20.64)| 12x12x Y, | (304.8x 304.8x12.7) | 7450 | (33.14) | 35.25 |(15.99)
14, | 2 |(50.80)| 8 [(203.20)| 5 [(127.00)| 6 |(152.40)|%/15((23.81)| 12x12x ¥, | (304.8 x 304.8 x 19.05) | 9500 | (42.26) | 38.70 |(17.55)

14, | 2 |(50.80)| 8 [(203.20)| 6, |(165.10)| 6 |(152.40)|1%|(26.99)| 12x12x1 | (304.8 x 304.8 x 25.4) | 13800 | (61.39) | 56.40 |(25.58)

1%, | 2 [(50.80)| 10 |(254.00)|7%,|(196.85)| 7 |(177.80)| 1% |(34.93)| 14 x 14 x 1Y/, | (355.6 x 355.6 x 31.75) | 18600 | (82.74) | 88.10 |(39.96)

2 | 2 |(50.80)| 10 [(254.00)|8Y,|(209.55)| 7 |(177.80)| 1%s |(34.93)| 14 x 14 x 1/, | (355.6 x 355.6 x 31.75) | 24600 |(109.43)| 92.20 |(41.82)

Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters.

PHD Manufacturing , Inc.



