
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Size 
No. B C 

Hole Size 
D 

Max. Rec. 
Load Wt. Each 

lbs. Kn lbs. kg 

1 3 (76.20) 2 (50.80) 7/16 (11.11) 180 (0.80) .43 (.20) 

2 4 (101.60) 3 (76.20) 7/16 (11.11) 180 (0.80) .58 (.26) 

3 3 (76.20) 2 (50.80) 9/16 (14.29) 390 (1.73) 1.00 (.45) 

4 4 (101.60) 3 (76.20) 9/16 (14.29) 390 (1.73) 1.25 (.57) 

UPPER ATTACHMENTS 
 

Unless otherwise specified, all dimensions on drawings and in charts are in inches and dimensions shown in parentheses are in millimeters. 

Fig. 910 

REVERSIBLE 

ANGLE BRACKET 

FUNCTION:  Designed to support pipe at various distances from a wall or 

column. 

MATERIAL:  Low carbon steel 

FINISH:  Plain or Electro-galvanized 

ORDERING:  Specify size number and figure number. 

Available in  

stainless steel.  

To order, specify 304 

or 316 and add suffix 

SS to figure number.  
Price on request. 


