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Select the right fiber optic cable

Construction
Choose the right cable type for your application.

Buffered Fiber Cable

Multiple optical fibers are encapsulated inside a buffer tube or a jacket. The buffer protects the bound fibers from

external forces. We offer two types of buffered fiber cables:

1. Loose Tube: Suitable for outdoor device-to-device connectivity. Each fiber strand in the buffer tube is jacketed
with a water-blocked polymer tube, keeping them separated from each other. The result is reduced attenuation

and increased central strength of the fiber. These cables are highly immune to external forces like external pull,
moisture, noise, etc.

2. Tight Buffer: Suitable for conduits and enclosures. Each optical strand is wound directly with buffer material.
Tight winding creates a protective layer. The fibers are collected and jacketed in the buffer tube for a compact,
lightweight, and flexible cable.

Simplex Fiber Cable

For convenient interconnect between two devices. A single optical strand, tightly buffered inside a cable
jacket, transmits data directly from device to device. As a single channel cable, this type provides consistent,
uniform transmission.

Multichannel Cable

Suitable for indoor or outdoor applications. Multiple tight or loose buffered cables are jacketed together around
a central strength member for support. Each fiber offers an individual channel for a combined multiple channel
cable. Outdoor optic cables with this construction feature water-blocked polymer between the strands.

Configured to meet different standards
Two configurations are available in each construction type.

Distribution: Two or more optical fibers, each covered in its own tight-buffer material, are held together inside an
outer protective jacket. Kevlar strength members are used for reinforcement. Typically used for indoor installations
that require a single termination point with multiple fibers.

Loose Tube: The standard fiber optic configuration for telecommunication applications can be single or
multi-channel. Non-buffered optical strands are typically surrounded by water repellent gel, which acts as the
buffer. It is generally not suited for video transmission over Ethernet.
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Application-based selection
The specific application can determine the
cable type needed.

Premises Indoor cables

Optimized for indoor use. Indoor cables are used

for intra-building backbones, service entrances and
behind the shelf connections. They typically use
900-micron, tight buffered fibers and terminate
easily in the field with several connectivity options.
These cables do not withstand outdoor environments
where sunlight and temperature extremes can
impact performance.

Premises Indoor/Outdoor Cables

Designed for outdoor-to-indoor applications. These
cables feature a black, sunlight-resistant jacket with
plenum or riser ratings. It allows them to transition
into the premises without an additional demarcation
point. Indoor/Outdoor cables are primarily used for
inter-building backbones, campuses, and facilities.
They can also be used as indoor cables and are
appropriate for trays, conduits, open spaces, and
trenches. These cables typically use 900-micron, tight
buffered fibers and terminate easily in the field with
several connectivity options. Not recommended for
direct burial or weather exposure.

Interlocked Armor

Provides a protection layer that may be preferred for
certain applications. Armored cable provides superior
durability and security while adding resistance to
crushing, abrasion, impact, and rodents. Armor can
also mitigate the need for conduit on indoor runs.
Both indoor and indoor/outdoor cable are available

in interlock armor configurations.
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Fire ratings

Reference Guide

During a new infrastructure build, an important
consideration includes fire ratings. Cable specification
must comply with all local codes.

Plenum Rated Cable

A plenum rating allows the product to be installed in air
plenum spaces. Plenum cable carries the highest rating
and can be used in vertical riser spaces as well.

Optical Fiber Nonconductive Plenum (OFNP):

Cable with the OFNP designation passes rigid test
requirements regarding flame propagation and smoke
production. The OFNP rating also indicates the product
is non-metallic or all-dielectric.

Optical Fiber Conductive Plenum (OFCP): This cable
contains metallic elements, usually an armor layer, which
are conductive but not intended to carry current. The
metallic portion is the only difference from OFNP cable.

Riser Rated Cable

Riser rated cable can be installed in vertical pathways. It may not be installed in plenum spaces.

Optical Fiber Nonconductive Riser (OFNR): Non-metallic or all-dielectric riser rated cable can be installed in the
vertical pathways.

Optical Fiber Conductive Riser (OFCR): This riser rated cable contains conductive, metallic elements, such as an
armor layer, not intended to carry current. The only difference from OFNR cable is the metallic portion.

Outside Plant Cable

Outside Plant Cable (OSP): This cable is designed for outdoor use only and has no flame rating. It usually has
a polyethylene (PE) jacket. OSP cable has limited reach into a building, 50 feet maximum before termination,
depending on building code.

3 | Hubbell Premise Wiring



Tight Buffer and Loose Tube Cable Applications

Tight Buffered Applications

Tight buffered fiber cables are often preferred for indoor use. They typically have a larger diameter, 900 microns,
than loose tube cables because a plastic coating protects the optical fiber. The additional protection layer is the
industry standard for directly terminating field connectors. Connections are typically either mechanical or made
with fusion splice-on connectors.

Loose Tube Applications

Loose tube cables are often used in OSP applications. When used for indoor applications, loose tube cable can
provide a higher fiber density. The smaller outer diameter allows it to run through smaller spaces or conduit. A
cable breakout kit is necessary for field termination, to provide a protective outer layer to the 250-micron fiber.

Loose Buffer Tube

Tight Buffer Coating

250 micron Optical Fiber

Optical Fiber Cladding
Optical Fiber Core 900 microns 250 microns }
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TIA-598-C Color coding

The TIA-598C Optical Fiber Cable Color Coding standard from the
Telecommunications Industry Association uniformly provides all
necessary information for color-coding optical fiber cables.

The system provides a scheme to identify fibers, buffered fibers, fiber
units, and groups of fiber units within outside plant and premises optical
fiber cables. Fiber units are named on a printed legend which contains a
numerical position number and/or color for use in identification.




TIA-598-C Color code chart

6 White 18 White with black tracer

@) | v | sedwmemer
@) e | | seckwmomecne
9 LALCT 21 Yellow with black tracer
@)  vee || vk
@) e || e
) I T T

Contact customer service for fiber cable minimum order quantities, lead times, and stocked availability
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FiberHUBB Universal Cable

Simplify deployment with one cable for all your needs!

Benefits

Multi-purpose outdoor to building riser or horizontal infrastructure
all with a single cable design

Both armored and non-armored cables available in standard
jacket colors.

Flexible, cost-effective design simplifies installation
and termination.

Eliminates the need for transition points with plenum rated jacket

Enhanced water blocking system inside the
core cable

Fungus and sunlight resistant with UV stabilization

Made in USA with bend-insensitive high-performance glass

Applications
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Intra-building LAN, backbone, and horizontal fiber cabling
Inter-building campus LAN/WAN

Suitable for wide temperature ranges below the frost line
Armoring for unprotected cable pathways and rodent prone areas

Not recommended for direct bury or aerial lashed installations

Standards & Compliance

e EN 50173; ISO/IEC 11801 e SONET: OC -1, 3,12, 24, 48,192, 768
« ANSI/ICEA S-83-596; ANSI/ICEA S-104-696; e SDH: STM-0, 1, 4, 16, 64, 256

TELCORDIA GR-409

« ETHERNET: 10BASE, T00BASE, TOOOBASE,
10GBASE, 40GBASE, T0O0GBASE, 400GBASE

 FIBRE CHANNEL: 1, 2, 4, 8,16, 32, 128 GFC

* CPRI:CPRI-1, 2, 3,4,5,6,7,73,8,9

* PON (SMF ONLY): RFoG, APON, BPON, EPON,
GPON, WDM-PON, NG-PON




Ripcord

N O ol A WN =

Plenum-grade j

Armored cables

For fiber counts
from 36 to 144

Optical Properties

Fiber Type Core Size Wavelength (nm)

Buffered optical fiber
5.2mm aramid-filled subunit
Plenum-grade subunit jacket
Strength member

Aluminum interlock armor

Max Attenuation

acket

Non-armored cables

For fiber counts
up to 24

Distance (m) 1G / 10G / 40G / 100G"” Color

(dB/KM)
OoOM4 50 um 850/1300 2.8/0.8 1040/550/150/100 Aqua
OS2 8.3 um 1310/1550 0.5/0.5 5000/10000/10000/10000 Yellow
Cable Properties
Fiber Count Part Number OD in/mm Weight Ib/kft kg/km Min. Bend Radius Install/Long Term in. (cm)
Armored
6 *HFCB19006Px 0.499/12.7 81/120 7.5 (19.0)/5.0 (12.7)
12 *HFCB19012Px 0.527/13.4 90/133 7.9 (20.1)/5.3 (13.4)
24 *HFCB19024Px 0.590/15.0 116/172 8.9 (22.5)/5.9 (15.0)
48 HFCB19048Px 0.921/23.4 274/408 13.8 (35.1)/9.2 (23.4)
72 HFCB19072Px 0.974/24.7 361/537 14.6 (37.1)/9.7 (24.7)
96 HFCB19096Px 1.225/311 503/749 18.4 (46.7)/12.3 (31.1)
144 HFCB19144Px 1.225/31.1 508/756 18.4 (46.7)/12.3 (31.1)
Fiber Count Part Number OD in/mm Weight Ib/kft kg/km Min. Bend Radius Install/Long Term in. (cm)
Non-Armored
6 *HFCB14006Px 0.180/4.6 13/19 2.7 (6.9)/1.8 (4.6)
12 *HFCB14012Px 0.215/5.5 18/27 3.2(8.2)/2.2 (5.5)
24 *HFCB14024Px 0.288/7.3 34/51 4.3 (11.0)/2.9 (7.3)
48 HFCB14048Px 0.558/14.2 136/202 8.4 (21.3)/5.6 (14.2)
72 HFCB14072Px 0.671/17.0 212/316 10.1 (25.6)/6.7 (17.0)
96 HFCB14096Px 0.859/21.8 313/466 12.9 (32.7)/8.6 (21.8)
144 HFCB14144Px 0.896/22.8 318/474 13.4 (34.1)/9.0 (22.8)

X indicates OM4 or OS2
* indicates Core Stocking Cables

Part Number Configurator

Configuration Catalog Number

Configuration Catalog Number

Armored Non-Armored

xxx = Fiber count (002 to 144 strand) xxx = Fiber count (002 to 144 strand)

d = ‘4 for OM4 HFCd1M12xxxrn d = ‘4 for OM4 HFCB14xxxPy
‘S’ for OS2 ‘S’ for OS2

Example: HFCB19012P4
Description: OM4, 12 fiber, Armored, Plenum, Tight Buffer, Aqua

Example: HFCB14048S
Description: Singlemode, 48 fiber, Plenum, Tight Buffer, Yellow
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HFCD1 Series Indoor Distribution Fiber Cable

Buffered Optical Fiber

Flame Retardant PVC Jacket

Aramid Yarn

Flame Retardant PVC Jacket

Buffered Optical Fiber

Aramid Yarn

Plenum LSPVC Jacket

Buffered Optical Fiber

Aramid Yarn

Flame Retardant PVC Jacket

Buffered Optical Fiber

Central Strength Member

Aramid Yarn

FiberHubb™ HFCD1 distribution cable is composed of
2 to 24 colored tight buffered optical fibers, aramid
yarn, and a PVC outer jacket. All materials meet EU
RoHS and REACH Directive standards. UL Listed OFNP
cables are available.

This cable is available in 12 TIA standard colors or
special-order colors. Standard surface print denotes
construction, NEC rating, and fiber type, and
includes footage markers.

Applications

Building LAN, backbone, and horizontal fiber cabling
Data center and storage area network cabling

High-speed, bandwidth-intensive transmission
of data and video

Extended distance, non-conductive fiber data links

For use in commercial, medical, government
and education facilities

HFCDI1 Series: Indoor Tight Buffer Riser OFNR FT-4 Rated, and Plenum OFNP FT-6 Rated

Minimum Minimum Maximum Maximum
Fiber Count Cable Diameter Cable Weight Bend Radius, Bend Radius, Installation Operating
(in (mm)) (Ibs/kft) installation in-service Pulling Load Tensile Load
(in (cm)) (in (cm)) (lbs) (lbs)
2 017 (4.4) 13.4 2.6 (6.6) 1.7 (4.4) 99 45
6 0.19 (4.8) 17.3 2.8 (7.2) 1.8 (4.8) 128 64
12 0.23 (5.8) 24.6 3.4 (8.7) 2.3 (5.8) 160 80
24 0.30 (7.8) 421 4.6 (1.7) 3.0 (7.8) 198 99
Configuration Catalog Number
— Storage
xxx = Fiber count (002, 006, 012 or 024 strand) i
r = ‘R’ for Riser, ‘P’ for Plenum tempeorature ra!'lge.
n = ‘6’ for 62.5 um OM1 Multimode =40 Fto176 F

‘3’ for 50 pm OM3 Multimode
‘4’ for 50 um OM4 Multimode
‘S’ for 9 um OS2 Singlemode

HFCD1xxxrnw

(-40°C to +80°C)

Operation

Example: HFCD1012P3
System Description: CBL, Fiber, OM3, 12F, DSP, TB, AQ

Jacket Print: OFNP RoHS Plenum 12 Fiber Indoor Cable xxxFT (Date) E# (UL) C(UL)

temperature range:
-4°F to 158°F
(-20°C to +70°C)
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HFCD1M Series Multi-Unit Distribution Fiber Cable

Our HFCD1M multi-unit distribution cable is composed

Flame Retardant

PVC Outer Jacket ) ) of 48 to 72 colored tight buffered optical fibers within
Flame Retardant PVC Jacket (J °°° (J °°° . . . . .
o %00/ %00 12-fiber sub-unit groupings for localized zone cabling.
Buffered Optical Fiber ©0 °®° ] ) )
Central Strength Member 74@ All materials meet EU RoHS and REACH Directive
Polyester Yarn Binder ——— o°°°° °%°° standards. UL Listed OFNP cables are available.
Aramid Yarn °° 00 °° 00
Q8 Q9 This cable is available in 12 TIA standard colors
Rip Cord

or special-order colors. Standard surface print
denotes construction, NEC rating, and fiber type,
and includes footage markers. Custom print may

Flame Retardant PVC Jacket

Flame Retardant PVC Jacket also be accommodated.

Buffered Optical Fiber

Applications
e Localized zone rack or cabinet interconnect cabling

Central Strength Member

Water-Blocking Tape
* Building LAN, backbone, and horizontal
fiber cabling

Aramid Yarns

Fip cord e Data Center and Storage Area Network cabling

* High-speed, bandwidth-intensive transmission
of data and video

* Extended distance, non-conductive fiber data links

e For use in commercial, medical, government
and education facilities

HFCD1M Series: Indoor Multi-Unit Riser OFNR FT-4 Rated, and Plenum OFNP FT-6 Rated

Minimum Minimum Maximum Maximum
Fiber Count Cable Diameter Cable Weight Bend Radius, Bend Radius, Installation Operating
(in (mm)) (Ibs/kft) installation in-service Pulling Load Tensile Load
(in (cm)) (in (cm)) (lbs) (lbs)
48 0.61 (15.4) 125 9.1 (23.1) 6.1 (15.4) 600 180
72 0.79 (20) 212 1.8 (30.0) 7.9 (20.0) 600 180

Note: Pulling and tensile loads shall be applied only to the internal strength member.

Configuration Catalog Number

12
XXX
r

n

12 fibers per sub-unit

Fiber count (048 and 072 strand)
‘R’ for Riser, ‘P’ for Plenum

‘3’ for 50 pum OM3 Multimode

‘4’ for 50 pm OM4 Multimode

‘S’ for 9 um OS2 Singlemode

HFCd1M12xxxrn

Example: HFCDIM12048P3
System Description: CBL, Fiber, OM3, 4U, 48F, DSP, TB, AQ
Jacket Print: OFNP RoHS Plenum 48 Fiber Indoor Cable xxxFT (Date) E# (UL) C(UL)
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HFCD14 Series Indoor/Outdoor Tight Buffer Fiber Cable

FiberHubb™ HFCD14 indoor/outdoor cable is composed
of 4 to 8 subunits, water-blocking polyester yarn, and a
PVC outer jacket. Each buffer tube consists of 12 colored
tight buffer, aramid yarn and a PVC jacket. All component
materials meet the EU RoHS and REACH Directive
standards. Available UL Listed OFNP cables, and unrated
cables may be supplied to accommodate special needs.

Flame Retardant/Sunlight
Resistant PVC Jacket

Buffered Optical Fiber

Aramid Yarn

Flame Retardant/Sunlight
Resistant PVC Jacket

This cable is available in carbon black or special-order
colors. Standard surface print denotes construction, NEC
rating, and fiber type, and includes footage markers.

Buffered Optical Fiber

Aramid Yarn

Flame Retardant/Sunlight
Resistant PVC Jacket

Buffered Optical Fiber

Aramid Yarn

Flame Retardant/Sunlight
Resistant PVC Jacket

Buffered Optical Fiber
Central Strength Member

Aramid Yarn

Flame Retardant/Sunlight
Resistant PVC Jacket

Buffered Optical Fiber
Central Strength Member
Polyester Yarn Binder

Aramid Yarn

Rip Cord

lame Retardant/Sunlight
Resistant PVC Jacket

Buffered Optical Fiber

Central Strength Member

Water-Blocking Tape

Aramid Yarns

Rip Cord
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Applications

« Inter-building duct, backbone, and horizontal fiber cabling Storage
temperature range:

» Campus to data center and storage area network -40°F to +176°F

¢ High bandwidth cross-campus data and video transmission (-40°C to +80°C)

» Extended distance, non-conductive indoor/outdoor data links Operation

temperature range:
-4°F to +158°F
* Not recommended for direct burial or weather exposure (-20°C to +70°C)

e For use in commercial, medical, government, and education facilities

HFCD14 Series: Indoor/Outdoor Tight Buffer Riser OFNR FT-4 Rated, and Plenum OFNP FT-6 Rated

Minimum Minimum Maximum Maximum
Fiber Count Cable Diameter Cable Weight Bend Radius, Bend Radius, Installation Operating
(in (mm)) (Ibs/kft) installation in-service Pulling Load Tensile Load
(in (cm)) (in (cm)) (lbs) (lbs)
2 0.17 (4.4) 12 2.6 (6.6) 1.73 (4.4) 150 45
6 0.19 (4.8) 16 2.8 (7.2) 1.8 (4.8) 150 45
12 0.23 (5.8) 23 3.4 (8.7) 2.3 (5.8) 150 45
24 0.30 (7.8) 35 4.6 (1.7) 3.0 (7.8) 300 90
48 0.61 (15.4) 125 9.1 (231 6.1 (15.4) 475 145
72 0.79 (20.0) 212 1.8 (30) 7.9 (20) 600 180
Configuration Catalog Number
XXX Fiber count (002, 006, 012, 024, 048 or 072 strand)

‘R’ for Riser, ‘P’ for Plenum

‘6’ for 62.5 um OM1 Multimode

‘3’ for 50 um OM3 Multimode HFCD14xxxrnBK
‘4’ for 50 um OM4 Multimode

‘S’ for 9 um OS2 Singlemode

BK = Black jacket

Example: HFCD14012PSBK

System Description: CBL, Fiber, SM, 12F, I/0, P, TB, BK

Jacket Print: OFNP RoHS Plenum 12 Fiber Indoor/Outdoor Cable xxxFT

r
n
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HFCD15 Series Indoor Armored Distribution Fiber Cable

PVC Outer Jackets
Aluminum Interlocked Armor

Buffered Optical Fiber

Aramid Yarns

PVC Outer Jackets
Aluminum Interlocked Armor

Buffered Optical Fiber

Aramid Yarns

PVC Outer Jackets

Aluminum Interlocked Armor

Central Strength Member

Buffered Optical Fiber

Aramid Yarns

PVC Outer Jackets

Aluminum Interlocked Armor

Flame Retardant PVC Jacket
Buffered Optical Fiber
Central Strength Member
Polyester Yarn Binder

Aramid Yarn

Rip Cord

PVC Outer Jacket

Aluminum Interlocked Armor

Buffered Optical Fiber

Central Strength Member

Water-Blocking Tape

Aramid Yarns

Rip Cord

FiberHubb™ HFCD15 tight buffered optical fiber
aluminum interlocking armored cable consists of

PVC overall jacket, PVC inner jacket with a standard
indoor/outdoor core cable. Spirally wrapped aluminum
interlock armor protects the core cable, offering easy
installation and high crush resistance. UL Listed OFCP
cables are available.

Standard surface print denotes construction, NEC
rating, and fiber type, and includes footage markers.

Benefits
e Superior crush resistance adds protection

e Eliminates the need for inner duct or conduit

* Allow AIA cable throughout the facility
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Applications

* Building LAN, backbone, and horizontal fiber cabling Storage
temperature range:

» Data center and storage area network cabling -40°F to 176°F

*« Bandwidth-intensive, high-speed data and video transmission (-40°C to +80°C)

¢ Unprotected cable pathways and rodent prone areas Operation

temperature range:
-4°F to 158°F
(-20°C to +70°C)

¢ For use in commercial, medical, government and education facilities

HFCD15 Series: Tight Buffer Riser OFNR FT-4 Rated, and Plenum OFNP FT-6 Rated

L] Maximum Maximum
. Cable Diameter Cable Weight Bend Radius, . .

Fiber Count (in (mm)) (Ibs/kft) installation Installation Operating
. Pulling Load (lbs) Tensile Load (lbs)
(in (cm))

6 0.51 (13.0) 101 10.2 (26.0) 150 45

12 0.58 (14.7) 132 1.4 (29.0) 150 45

24 0.64 (16.2) 149 12.6 (32.0) 300 90

48 1.00 (25.4) 320 20.0 (51.0) 475 145

72 110 (27.9) 453 22.0(55.8) 960 288

Note: 1. Pulling and tensile loads shall be applied only to the internal strength member.

2. Armor does not add to pull strength and should not be used as a strength member.

Configuration Catalog Number

xxx = Fiber count (006, 012, 024, or 048 strand)

r = ‘R’ for Riser, ‘P’ for Plenum

n = ‘6’ for 62.5 um OM1 Multimode HECD15xxxrn

‘3’ for 50 um OM3 Multimode
‘4’ for 50 um OM4 Multimode
‘S’ for 9 um OS2 Singlemode

Example: HFCD15024P4

System Description: CBL, Fiber, OM4, 24F, DSP, ARM, TB, AQ
Jacket Print: OFCP RoHS Plenum 24 Fiber Indoor Cable xxxFT (Date) E# (UL)
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HFCD19 Series Indoor/Outdoor Armored Distribution Fiber Cable

FiberHubb™ HFCD19 tight buffered optical fiber
aluminum interlocking armored cable consists of

PVC overall jacket, PVC inner jacket with a standard
indoor/outdoor core cable. Spirally wrapped aluminum
interlock armor protects the core cable, offering easy
installation and high crush resistance.

Flame Retardant/Sunlight
Resistant PVC Jacket

Aluminum Interlocked Armor

Buffered Optical Fiber

Aramid Yarns

Flame Retardant/Sunlight
Resistant PVC Jacket

Aluminum Interlocked Armor

Buffered Optical Fiber

Aramid Yarns

Flame Retardant/Sunlight
Resistant PVC Jacket

Aluminum Interlocked Armor
Central Strength Member
Buffered Optical Fiber

Aramid Yarns

Flame Retardant/Sunlight
Resistant PVC Jacket

Aluminum Interlocked Armor

Flame Retardant PVC Jacket
Buffered Optical Fiber
Central Strength Member
Polyester Yarn Binder

Aramid Yarn

Rip Cord
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Applications
¢ Inter-building duct, backbone, and horizontal fiber cabling

¢ Campus to data center and storage area network

¢ High bandwidth cross-campus data and video transmission

¢ Unprotected cable pathways and rodent prone areas

¢ For use in commercial, medical, government and education facilities

* Not recommended for direct burial or weather exposure

Storage
temperature range:
-40°F to +176°F
(-40°C to +80°C)

Operation
temperature range:
-4°F to +158°F
(-20°C to +70°C)

HFCD19 Series: Indoor/Outdoor Armored Tight Buffer Riser OFNR FT-4 Rated, and Plenum OFNP FT-6 Rated

Minimum

. . . Maximum Maximum

Fiber Count ::i:tzl:ml?‘l)e;meter ﬁzl;}if\:)lelght iBnesIt1:II:taig:ls, Installation Operating
. Pulling Load (lbs) Tensile Load (lbs)
(in (cm))

6 0.51 (13.0) 101 10.2 (26.0) 150 45

12 0.58 (14.7) 132 1.4 (29.0) 150 45

24 0.64 (16.2) 149 12.6 (32.0) 300 90

48 1.00 (25.4) 320 20.0 (51.0) 475 145

Note: 1. Pulling and tensile loads shall be applied only to the internal strength member.
2. Armor does not add to pull strength and should not be used as a strength member.

Configuration

Catalog Number

XXX
r
n

BK

Fiber count (006, 012, 024 or 048 strand)
‘R’ for Riser, ‘P’ for Plenum

‘6’ for 62.5 um OM1 Multimode

‘3’ for 50 um OM3 Multimode

‘4’ for 50 um OM4 Multimode

‘S’ for 9 um OS2 Singlemode

Black jacket

HFCD19xxxrnBK

Example: HFCD19012PSBK

System Description: CBL, Fiber, SM, 12F, I/O, P, ARM, TB, BK

Jacket Print: OFCP RoHS Plenum 12 Fiber Indoor/Outdoor Cable xxxFT (Date) E#
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HFCH16 Series Dry Indoor/Outdoor Loose Tube Fiber Cable

FiberHubb™ HFCH16 dry loose tube cable consists of a PVC overall jacket, PVC inner jacket with a standard

2 to 144 fiber dry loose tube indoor/outdoor core cable. Spirally wrapped aluminum interlock armor protects the
core cable, offering easy installation and high crush resistance. OFCR and OFCP ratings allow AIA products to be
installed throughout the facility with all dry construction, eliminating cleanup. Provides UL 1666 flame rating.

Offered with:
¢ High-peformance fiber OS2

¢ High-peformance fiber in OM2-OM5

Flame Retardant/Sunlight
Resistant PVC Jacket

Aluminum Interlocked Armor

Buffered Optical Fiber

Aramid Yarns ——

Flame Retardant/Sunlight
Resistant PVC Jacket

Aluminum Interlocked Armor
Central Strength Member
Buffered Optical Fiber

Aramid Yarns
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Flame Retardant/Sunlight
Resistant PVC Jacket

Aluminum Interlocked Armor

Buffered Optical Fiber

Aramid Yarns

Flame Retardant/Sunlight
Resistant PVC Jacket

Aluminum Interlocked Armor

Flame Retardant PVC Jacket
Buffered Optical Fiber
Central Strength Member
Polyester Yarn Binder

Aramid Yarn

Rip Cord




Applications

« Intra/inter-building backbones, such as conduit pathways or tunnels Storage
temperature range:
+ Conduit/duct/tray pathways -40°F to +176°F

(-40°C to +80°C)

Operation
temperature range:
-4°F to +158°F
(-20°C to +70°C)

HFCH16 Series: Dry Indoor/Outdoor Loose Tube

Nominal Tensile Rating, Storage & Operatin
Fiber count outer diameter Bend radius (cm) Weight (Ibs/km) short term/long term 9 p 5 9
Temperature ( C)
(mm) (Ibs)
2-12 13 26 322 600/300 -40 to +70
24-48 16.2 32.4 479 600/300 -40 to +70
72 19.4 38.8 682 600/300 -40 to +70
96 23.7 47.4 775 600/300 -40 to +70
144 23.7 47.4 797 600/300 -40 to +70
Configuration Catalog Number
xxx = Fiber count (002 to 144 strand)
d = ‘6’ for OM1
‘5’ for OM2
‘4’ for OM4 .
2 for OM3 HFCH16xxxjBKd
‘S’ for SM
J = “P” OFCP Plenum
“R” OFCR Riser

Example: HFCH16024PBK4
System Description: 24 Fiber, Plenum, OM4
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HFCH6 Series Dry Interlock Armor Indoor/Outdoor

Loose Tube Fiber Cable

FiberHubb™ HFCH16 dry loose tube cable consists of a PVC overall jacket, PVC inner jacket with a standard 2 to
144 fiber dry loose tube indoor/outdoor core cable. Spirally wrapped aluminum interlock armor protects the core
cable, offering easy installation and high crush resistance. Eliminates the need for inner duct or conduit, saving

installation time. Provides UL 1666 flame rating.

Offered with:
¢ High-peformance fiber OS2

¢ High-peformance fiber in OM2-OM5

Flame Resistant Outer PVC Jacket
Flame and Sunlight

Resistant Inner PVC Jacket

250 Micron Optical Fiber in Dry Block Buffer Tube

Central Strength Member
Water-Blocking Aramid Yarn

Aramid Rip Cord

Aluminum Interlock Armor

Flame Resistant
Outer PVC Jacket

Flame and Sunlight
Resistant Inner PVC Jacket

250 Micron Optical Fiber in
Dry Block Buffer Tube

Filler Rod

Central Strength Member

Water-Blocking Aramid Yarn
Aramid Rip Cord

Aluminum Interlock Armor
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Flame Resistant Outer PVC Jacket

Flame and Sunlight

Resistant Inner PVC Jacket

250 Micron Optical Fiber

in Dry Block Buffer Tube

Central Strength Member

Water-Blocking Aramid Yarn

Aramid Rip Cord

Aliiminum Intarlaclk Armar

Flame Resistant
Outer PVC Jacket

Flame and Sunlight
Resistant Inner PVC Jacket

Optical Fiber in
Dry Block Buffer Tube

250 Micron
Colored Fiber

Central Strength Member
Water-Blocking Aramid Yarn
Aramid Rip Cord

Aluminum Interlock Armor




Applications

« Intra/inter-building backbones, such as conduit pathways or tunnels Storage
temperature range:
+ Conduit/duct/tray pathways -40°F to +176°F

(-40°C to +80°C)

Operation
temperature range:
-4°F to +158°F
(-20°C to +70°C)

HFCDG6 Series: Dry Interlock Armor Indoor/Outdoor Loose Tube

St Tensile Ratin
Fiber count outer Bend radius Weight short term/lo% term Storage & Operating Crush Rating
diameter (cm) (Ibs/km) (Ibs) 9 Temperature (°C) (Ibs/inch)
(mm)
2-12 13 26 322 600/300 -40 to +70 57
24-48 16.2 32.4 479 600/300 -40 to +70 57
72 19.4 38.8 682 600/300 -40 to +70 57
96 23.7 47.4 775 600/300 -40 to +70 57
144 23.7 47.4 797 600/300 -40 to +70 57
Configuration Catalog Number
xxx = Fiber count (002 to 144 strand)
d = ‘6’ for OM1
‘5’ for OM2
‘4’ for OM4 .
‘3’ for OM3 HFCH6xxxjBKd
‘S’ for SM
J = “P” OFCP Plenum
“R” OFCR Riser

Example: HFCH6024PBK4
System Description: 24 Fiber, Plenum, OM4
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Installation requirements

* Verify channel distance and attenuation budget with network application (See chart below)

e During installation or operation, comply with maximum loading, minimum bend radius and temperature limits

e Pull cables only by the internal strength member to prevent fiber damage

* Use proper tools for stripping and dressing out cable to avoid fiber damage

¢ Adhere to best installation practices; avoid kinks, crushing and abrasion; always use proper cable supports

¢ Use recognized field termination methods, with strain relief from any cable weight

Cable application guidelines: distance and channel attenuation limits

Transmitter

Maximum Supportable Distance (m)

Maximum Channel Attenuation (dB)

IEEE 802.3 Multimode Single- |Multimode Single-
Fiber Ethernet IR

(nm) 62.5/125 |50/125 |50/125 |[50/125 |mode 62.5/125 |50/125 |50/125 |[50/125 |mode

OM1 OoM2 OM3 oM4 0s2 oM1 OoM2 OM3 OM4 0s2

10GBASE-S 850 33 82 300 550 - 2.4 2.3 2.6 2.9 -
10GBASE-L 1310 - - - - 10 km - - - - 6.2
10GBASE-E 1550 - - - - 40 km - - - - 1
25GBASE-SR 850 - - 70 100 - - - 1.8 1.9 -
40GBASE-SR4 850 - - 100 150 - - - 1.9 15 -
;%?SBASE' 850 - - 100 150 - - - 1.9 1.5 -
100GBASE-SR4 850 - - 70 100 - - - 1.8 1.9 -
40GBASE-LR4 1310 - - - - 10 km - - - - 6.7
40GBASE-ER4 1550 - - - - 40 km - - - - 19
100GBASE-LR4 1310 - - - - 10 km - - - - 6.3

Note: S = Short wavelength, L = Long wavelength

, E = Extended wavelength

SR4 = Short Range, 4 lanes in parallel (8 fibers), SR10 = Short Range, 10 lanes in parallel (20 fibers)
LR4/ER4 = 4 WDM wavelengths over 1 lane (2 fibers)

Optical fiber performance specifications

Max Attenuation Laser-Based EMB 1Gb/s 10 Gb/s 40/100 Gb/s
Fiber Type (dB/km) (MHz:Km) Link Distance (m) Link Distance (m) Link Distance (m)
850 nm 1300 nm 850 nm 1300 nm 850 nm 1300 nm 850 nm 1300 nm 850 nm 1300 nm
OoM1 <29 <0.6 220 n/a 300 550 26 n/a n/a n/a
OoM2 <23 <0.6 950 n/a 750 550 150 n/a n/a n/a
OM3 <23 < 0.6 2000 n/a 1,000 550 300 n/a 150 n/a
OoM4 <23 < 0.6 4700 n/a 1,100 550 550 n/a 150 n/a
1310 nm 1550 nm 1310 nm 1550 nm 1310 nm 1550 nm 1310 nm 1550 nm 1310 nm 1550 nm
OS2 < 0.35 < 0.20 n/a n/a n/a n/a 10,000 40,000 10,000 40,000

Note: Fiber attenuation is un-cabled. All link distance limits are based on 1.0 dB max connector loss.
OM3, OM4, and OS2 are bend-insensitive fibers for optimum cable bend loss performance.
OMS5 fiber is available upon request. Please speak with your Hubbell Representative for availability and lead time.
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Hubbell fiber delivery

e HFCD Series fiber cables are priced and delivered in feet

e Cable orders, when permissible, ship on a single reel unless otherwise specified

¢ Multi reel put-up lengths required by the customer must be specified at time of order

* Cable lengths exceeding single reel capacity must have the split approved by the customer
* MOQ for non-stocked cable is 1,640 feet

¢ Made to order cables are subject to a +10% production tolerance

¢ Customer order must match total length shipped

* Reel capacity values on this specification allow for a 2-inch cable-to-flange clearance

* Refer to reel dimensions on selection and capacity charts

¢ Cut charges may apply to multi-reel orders

Cable application guidelines: distance and channel attenuation limits

oOverall Jacket Reel Reel Reel Reel Cable
. Fiber . A 24” B 30” C 45”7 D 48” Weight
Cable Family Diameter
Count i @) Flange Flange Flange Flange per Foot
(ft) (ft) (ft) (ft) (Ibs)
2 strand 0.174 (4.4) 5400 17500 n/a n/a 0.012
HFCD1 Series: Indoor Distribution 6 Strand 0.210 (5.3) 4000 12000 n/a n/a 0.02
HFCD14 Series: Indoor/Outdoor 12 Strand 0.250 (6.3) 2900 9000 n/a n/a 0.035
24 Strand  0.320 (8.1) 1600 5000 n/a n/a 0.043
) . ) 48 strand 0.610 (15.4) n/a 1400 4800 n/a 0.146
HFCD1M Series: Indoor Multi-Unit, Plenum
72 strand 0.790 (20) n/a 1000 2800 n/a 0.233
HFCDI14 Series: Indoor/Outdoor Multi- 48 strand  0.610 (15.4) n/a 1400 4800 n/a 0.146
Unit 72 strand 0.790 (20) n/a 1000 2800 n/a 0.233
6 Strand 0.625 (15.9) n/a n/a n/a 5000 0.165
HFCDI15 Series: Armored Indoor 12 Strand 0.625 (15.9) n/a n/a n/a 5000 017
HFCDI19 Series: Armored Indoor/Outdoor 24 Strand  0.684 (17.4) n/a n/a n/a 4000 0.188
48 Strand  0.930 (23.5) n/a n/a n/a 2100 0.365

Note: Reel capacities are approximate based on safe clearance below flange diameter.
Reel size is determined by cable diameter and quantity ordered.

Flange Diameter

Reel Traverse Length (in) Drum Diameter (in) Reel Weight (lbs) Skid Weight (lbs)

(in)
A 24 15 16.5 * n/a
B 30 24 18 30 30
C 45 24 18 15 40
D 48 24 24 120 40

*A-size reels are plastic and boxed. See charts for cable weight.

Shipping information
¢ Cable weight = [length ordered] X [weight per foot]

« Estimated shipping weight = [cable weight] + [reel weight] + [skid weight]
¢ Reel capacities on this specification allow for a 2-inch cable-to-flange clearance
* Refer to specific dimensions on the reel selection chart

¢ Shipping dimensions = [flange] x [flange] x [width]

e Estimated shipping width = [traverse length] + [2 inches]
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HUBBELL
Premise Wiring

Our solutions offer a fully integrated system of
copper and fiber network cabling and components
that are designed to exceed all applicable standards
for performance and reliability.

GET IN TOUCH:
O (800) 626-0005

o www.hubbell.com/hubbellpremisewiring

0 Hubbell Premise Wiring
40 Waterview Dr.
Shelton, CT 06484
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