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LUG,6 AWG,DBL,1/4"OD,1.5"SP,50PK

Features

DBL

1/4"OD

1.5"SP

50PK

Specifications

Industry Standard(s) TIA-607 Compliant

UL

Conductor

Conductor - Material Copper

Current

Rating - KVA 35 kV

Rating - Minimum Voltage 600

Voltage - Maximum 35000

Dimensions

Bend (Degrees) 90 °

Dimension - Thread Size -

Dimension - Hole Size mm 0 mm

General

Style Double

Feature - Barrel Type Long

Feature - Barrel Style Skived

UPC 662620248974

Material Copper

UPC 12 Digit 781810667538

UPC 14 Digit GTIN 00781810667538

Operational

Temperature Rating 194

Product Assets

Catalog [English]

Catalog Page [English]

Catalog Page [English]

A Hubbell brand
© 2026 Hubbell Incorporated. All rights reserved

PREM_CA-HGBL06DK-SPEC-EN | REV 5/2026

https://www.hubbell.com/hubbellcanada/en/products/p/10307078
https://www.hubbell.com/hubbellcanada/en/products/p/10307078
https://www.hubbell.com/hubbellcanada/en/products/p/10307078
https://www.hubbell.com/hubbellcanada/en/products/p/10307078
https://hubbellcdn.com/catalogfull/EP-PREM-CAT-EN-01687.pdf
https://hubbellcdn.comcatalogpage/PREM_P05_CatalogPage.pdf
https://hubbellcdn.comcatalogpage/PREM_P5_CatalogPage.pdf
https://www.hubbell.com/hubbellcanada/en

