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3-1/2 in. EMT or Rigid/IMC Set-Screw Connector, Insulated

Features

Steel construction ensures mechanical protection
Zinc-electroplated for added corrosion protection
Insulated
Tri-head screws may be installed using slotted, Phillips, or Robertson
head screwdriver
UL Listed
Available in trade sizes of 1/2 in. through 4 in.
2 set-screw

Specifications

Buy American Compliant Contact Manufacturer
Certified Listed UL Listed
Buy America(n) Qualified Contact Manufacturer
Industry Standard(s) UL 514B

Configuration

Connector Type Set-Screw

Dimensions

Length 2.875 in
Trade Size 3-1/2 in
Weight 2.185 lb.

Height 5 in
Width 4.8 in
Dimensions 2.875 in x 4.8 in x 5 in

General

Conduit Type EMT
Product Family EMT
Insulation Type Insulated
Fitting Type Connectors
Product Type Commercial Fittings
UPC 050169021644
Material Steel

Logistics

Minimum Pack Quantity 1
Pallet Quantity 512
Carton Quantity 1

Product Assets
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Catalog [English]
Catalog Page [English]
Catalog Page [English]
Catalog Page [English]

A Hubbell brand © 2026 Hubbell Incorporated. All rights reserved
RACO-2164-SPEC-EN | REV 8/2026

https://www.hubbell.com/hubbell/en/p/19466684
https://www.hubbell.com/hubbell/en/p/19466684
https://www.hubbell.com/hubbell/en/p/19466684
https://www.hubbell.com/hubbell/en/p/19466684
https://www.hubbell.com/hubbell/en/p/19466684
https://hubbellcdn.com/catalogfull/HES-MULTI-CAT-EN-03988_B.pdf
https://hubbellcdn.com/catalogfull/RACO_TayMac_Bell_FullCatalog.pdf
https://hubbellcdn.comcatalogpage/RTB_B22_CatalogPage.pdf
https://hubbellcdn.comcatalogpage/RTB_B3_CatalogPage.pdf
https://hubbellcdn.comcatalogpage/RTB_B88_CatalogPage.pdf
https://www.hubbell.com/hubbell/en

