Product data sheet

Specifications

Main

adaptation kit, Lexium 28, size 80,
31mm, for assembly motor and

gearbox

GBK0800803C

Product availability: Stock - Normally stocked in distribution

facility

Range Compatibility

Lexium 28

Product or Component Type

Adaptation kit

Device short name

GBK

Accessory / separate part
category

Adaptation accessory

Product Compatibility

BCH2

Accessory | separate part
destination

For assembly motor and gearbox

Kit composition

Screws and bolts for mounting
An adaptor plate

Gearbox external diameter 3.1in (80 mm)
Complementary
Motor flange size 3.1in (80 mm)
Number of motor stacks 2

1

3
Length 1.21in (31.2 mm)
Product Weight 0.97 Ib(US) (0.44 kg)

Ordering and shipping details

Category US1PC5318283
Discount Schedule PC53

GTIN 3606480745355
Returnability Yes

Country of origin DE
Packing Units

Unit Type of Package 1 PCE

Nbr. of units in pkg. 1

Package 1 Height 3.1in (8.0 cm)

Package 1 Width

6.4 in (16.2 cm)

Package 1 Length

6.9in (17.6 cm)

Package weight(Lbs)

15.6 0z (442.0 g)

Unit Type of Package 2

Price is “List Price” and may be subject to a trade discount — check with your local distributor or retailer for actual price.
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Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications



Number of Units in Package 2

10

Package 2 Height

11.8in (30 cm)

Package 2 Width

15.7 in (40 cm)

Package 2 Length

23.6 in (60 cm)

Package 2 Weight

12.879 Ib(US) (5.842 kg)

Contractual warranty

Warranty (in months)

18

Schneider
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'. Environmental Data

Schneider Electric aims to achieve Net Zero status by 2050 through supply chain partnerships, lower impact materials, and circularity via
our ongoing “Use Better, Use Longer, Use Again” campaign to extend product lifetimes and recyclability.

Environmental Data explained >

How we assess product sustainability >

Use Better

< Materials and Substances

SCIP Number 7c9e597c-8ccc-4daf-95fb-5d67fc70d561

Use Longer

O Lifetime extension

Repair No
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Dimensions Drawings

Dimensions

GBK0800803C

al

(1)  Gearbox

@8  shaft end adaptor in case motor shaft diameter is smaller than gearbox input coupling diameter

Values in mm
al c g6 @7 @8

31.2 (80 [M6 |90 [no bushing

Values in in.
al c @26 o7 a8

1.23 |3.14 |M6 |3.54 [no bushing
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