
Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r t

ec
hn

ic
al

 c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rfo
rm

an
ce

 o
f t

he
 p

ro
du

ct
s 

co
nt

ai
ne

d 
he

re
in

.
Th

is
 d

oc
um

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

.
It 

is
 th

e 
du

ty
 o

f a
ny

 s
uc

h 
us

er
 o

r i
nt

eg
ra

to
r t

o 
pe

rfo
rm

 th
e 

ap
pr

op
ria

te
 a

nd
 c

om
pl

et
e 

ris
k 

an
al

ys
is

, e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 re

sp
ec

t t
o 

th
e 

re
le

va
nt

 s
pe

ci
fic

 a
pp

lic
at

io
n 

or
 u

se
 th

er
eo

f.
N

ei
th

er
 S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
no

r a
ny

 o
f i

ts
 a

ffi
lia

te
s 

or
 s

ub
si

di
ar

ie
s 

sh
al

l b
e 

re
sp

on
si

bl
e 

or
 li

ab
le

 fo
r m

is
us

e 
of

 th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
he

re
in

.

Jul 8, 2020
1

Product data sheet
Characteristics

LGA36400CU33X
Circuit breaker, PowerPact L, I-Line, Micrologic
3.3S, 400A, 3 poles, 600 V, 18 kA, 100% rated

Main
Product or component
type

Circuit breaker

Range of product PowerPact L
Trip Unit Type Electronic, standard, Micrologic 3.3 S, LSI
Interrupt Code G

Complementary
Protection technology Current limiter
Line Rated Current 400 A
Number of Poles 3P
Interrupt Rating 65 KA 240 V AC

35 KA 480 V AC
18 kA 600 V AC

Voltage Rating 600 V AC
Continuous current rating 100 %
Mounting mode I-Line
Electrical connection I-Line connection line

Lugs load
Wire Size AWG 2/0...500 kcmil aluminium/copper)2
Terminal Type AL600LS52K3
I-Line Phase Connection ABC
Maximum Height 14.7 in (373.38 mm)
Maximum Width 5.94 in (150.88 mm)
Maximum Depth 6.61 in (167.89 mm)
Tightening torque 442.54 lbf.in (50 N.m) 0.11…0.37 in² (70…240 mm²) AWG 2/0...500 kcmil)

Environment
Product certifications CSA 22-2

CCC
IEC
CE
UL 489
NMX
NEMA

Ordering and shipping details
Category 01118 - L ELEC TRIP I-LINE BREAKER/SW
Discount Schedule DE2
GTIN 00785901193531
Package weight(Lbs) 17 lb(US) (7.71 kg)
Returnability Yes
Country of origin US

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration
Environmental Disclosure Product Environmental Profile
Circularity Profile End Of Life Information

Contractual warranty
Warranty 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=268667740&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=268667740&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=268667740&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=268667740&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1406010EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1406010EN

