Product data sheet
Characteristics

NSYSFRSEDC20680
Netshelter RX 42U Enclosure 600mm x 800mm

\ "

Overview

Presentation

NEMA 12 rated assembled enclosure for OT, IT

and networking applications. Form factor to easily
roll through doorways. Configurable to work as a
ventilated enclosure with the addition of Climasys
ventilation components. Includes: Front and rear
solid doors with handle and insert key, side panels,
19" uprights, bottom plinth, grounding and gland
plate at the bottom panel. Ventilation system not
included. Can be shipped pre-integrated with UPS,
PDU, monitoring components and internal equipment

up to 350 Ibs.

Lead time Usually Ships within 4 Weeks

Physical

Height 82.68 in (2100 mm)
Width 23.62 in (600 mm)
Depth 31.50 in (800 mm)
Number of rack unit 42U

Net Weight 321.88 Ib(US) (146 kg)

Mounting Mode

Rack-mounted

Mounting preference

Maximum Mounting Depth

No preference
25.67 in (652 mm)

Max CTO ship weight

376.99 Ib(US) (171 kg)

Permanent permissible load

Ordering and shipping details

249.12 Lb(US) (113 kg) dynamic
881.85 Ib(US) (400 kg) static

Category US10ES180035
Discount Schedule 0ES1

GTIN 3606481008763
Returnability Yes

Country of origin ES

Packing Units

Unit Type of Package 1 PCE

Number of Units in Package 1

1

Package 1 Height

89.76 in (228.0 cm)

Package 1 Width

29.13 in (74.0 cm)

Package 1 Length

45.67 in (116.0 cm)

Package 1 Weight

434.31 Ib(US) (197.0 kg)

Offer Sustainability

EU RoHS Directive

Not applicable, out of EU RoHS legal scope
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



