
analog input module, Modicon TM3,
4 temperature differential inputs,
screw, 24V DC
TM3TI4D

Product availability: Stock - Normally stocked in distribution

facility

Main
Range of  Product Modicon TM3

Product or Component Type Analog input module

Range Compatibility Modicon M221
Modicon M241
Modicon M251
Modicon M262

Analogue input number 4

Complementary
Cross talk <= 1 LSB

Immunity to microbreaks 10 ms

Non-linearity +/- 0.2 %FS

Mounting support Top hat type TH35-15 rail IEC 60715
Top hat type TH35-7.5 rail IEC 60715
plate or panel with fixing kit

Height 3.5 in (90 mm)

Width 0.9 in (23.6 mm)

Depth 2.8 in (70 mm)

Product Weight 0.24 lb(US) (0.11 kg)

Environment
IP Degree of  Protection IP20

Marking CE

Pollution degree 2

Ordering and shipping details
Category US10MSX22533

Discount Schedule 0MSX

GTIN 3606481298386

Returnability Yes

Country of  origin JP

Packing Units
Unit Type of  Package 1 PCE

Nbr. of  units in pkg. 1

Product data sheet
Specifications
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Price is “List Price” and may be subject to a trade discount – check with your local distributor or retailer for actual price.

D
is

cl
ai

m
er

: T
hi

s 
do

cu
m

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns



Package 1 Height 3.150 in (8.000 cm)

Package 1 Width 4.134 in (10.500 cm)

Package 1 Length 4.921 in (12.500 cm)

Package weight(Lbs) 7.760 oz (220.000 g)

Unit Type of  Package 2 S02

Number of  Units in Package 2 9

Package 2 Height 5.906 in (15.000 cm)

Package 2 Width 11.811 in (30.000 cm)

Package 2 Length 15.748 in (40.000 cm)

Package 2 Weight 5.357 lb(US) (2.430 kg)

Unit Type of  Package 3 P12

Number of  Units in Package 3 432

Package 3 Height 31.496 in (80.000 cm)

Package 3 Width 41.339 in (105.000 cm)

Package 3 Length 49.213 in (125.000 cm)

Package 3 Weight 250.357 lb(US) (113.560 kg)

Contractual warranty
Warranty (in months) 18
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Environmental Data

Schneider Electric aims to achieve Net Zero status by 2050 through supply chain partnerships, lower impact materials, and circularity via

our ongoing “Use Better, Use Longer, Use Again” campaign to extend product lifetimes and recyclability.

Environmental Data explained

How we assess product sustainability

Environmental footprint

Environmental Disclosure Product Environmental Profile

Use Better

Materials and Substances

Packaging made with recycled cardboard Yes

Packaging without single use plastic Yes

REACh Regulation Reference contains Substances of  Very High Concern
above the threshold

Use Longer

Lifetime extension

Repair No

Use Again

Repack and remanufacture

Circularity Profile End of  Life Information

Take-back No
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https://www.se.com/us/en/about-us/sustainability/environmental-data-program/
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https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1402009EN
https://download.se.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1402009EN
https://download.se.com/files?p_Doc_Ref=TM3TI4D_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=TM3TI4D_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_Doc_Ref=TM3TI4D_REACH_DECLARATION&p_enDocType=Declaration+of+Conformity+%28Sustainability%29
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1402009EN
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1402009EN


Dimensions Drawings

Dimensions

(*) 8.5 mm/0.33 in when the clamp is pulled out.
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Mounting and Clearance

Spacing Requirements
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Mounting on a Rail

Incorrect Mounting
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Mounting on a Panel Surface

(1) Install a mounting strip

Mounting Hole Layout
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Connections and Schema

Wiring Diagram

Analogue Input Module

* Type T fuse
(1) Electrically isolated or non isolated thermocouple
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