Product data sheet

Specifications

Main

Analog input module, Modicon TM5,
Composition kit of /O(TM5SAI4L) +
term. block(TM5ACTB12) + bus
base(TM5SACBM11)

TM5SAI4LK

Product availability: Non-Stock - Not normally stocked in
distribution facility

Range of Product

Modicon TM5

Product or Component Type

Analog input module

Product Compatibility

Logic controller
Motion controller

Range Compatibility

Modicon M258
Modicon LMC058

Analogue input number 4
Complementary
Supply Internal

Analogue input resolution

12 bits + sign +/- 10 V
12 bits 0...20 mA/4...20 mA

Type of Cable

Shielded cable

Non-linearity

< 0.025 %FS voltage
< 0.05 %FS current

Common mode rejection

>70dB

Local signalling

1 LED green power supply
1 LED red power supply
4 LEDs green input status

Height 3.9in (99 mm)

Width 0.5in (12.5 mm)
Depth 3.0in (75 mm)
Product Weight 0.143 Ib(US) (0.065 kg)
Environment

Electromagnetic compatibility EN/IEC 61000-4-6
Disturbance radiated/conducted CISPR 11

Marking CE

Ambient air temperature for
operation

32...131 °F (0...55 °C) without derating horizontal installation)
32...140 °F (0...60 °C) with derating factor horizontal installation)
32...122 °F (0...50 °C) vertical installation)

Shock resistance

15gn 11 ms

Ordering and shipping details

Category

US1PC1222532

Price is “List Price” and may be subject to a trade discount — check with your local distributor or retailer for actual price.
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Discount Schedule PC12

GTIN 3595864154732
Returnability Yes

Country of origin AT
Packing Units

Unit Type of Package 1 PCE

Nbr. of units in pkg.

1

Package 1 Height

2.756 in (7.000 cm)

Package 1 Width

3.622 in (9.200 cm)

Package 1 Length

4.331in (11.000 cm)

Package weight(Lbs)

4.092 0z (116.000 g)

Unit Type of Package 2

S03

Number of Units in Package 2

36

Package 2 Height

11.811in (30.000 cm)

Package 2 Width

11.811 in (30.000 cm)

Package 2 Length

15.748 in (40.000 cm)

Package 2 Weight

10.302 Ib(US) (4.673 kg)

Contractual warranty

Warranty (in months)

18
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Y .
'. Environmental Data

Schneider Electric aims to achieve Net Zero status by 2050 through supply chain partnerships, lower impact materials, and circularity via
our ongoing “Use Better, Use Longer, Use Again” campaign to extend product lifetimes and recyclability.

Environmental Data explained >

How we assess product sustainability >

Use Better

< Materials and Substances

Packaging made with recycled cardboard No
Packaging without single use plastic No

. Free of Substances of Very High Concern above the
REACh Regulation threshold

Use Longer

O Lifetime extension

Repair No

Use Again

© Repack and remanufacture

Take-back No
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Dimensions Drawings

TMS5 Slice

Dimensions
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Mounting and Clearance

TMS5 System

TMSSAI4LK

Spacing Requirements
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Product data sheet

Connections and Schema

TMSSAI4LK

TM5 System Wiring Recommendations

Wire Sizes to Use with the Removable Spring Terminal Blocks

9

mm

m. 0.35} o= o= == ==
mm?  10,08...25]0,25...25(0,25...1,5| 2x0,25..2x0,75
AWG 28...14 24..14 24..16 2x24..2x18
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Electronic Module 4Al £10V/0-20mA/4-20mA 12 Bits

Wiring Diagram
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(1) Internal electronics

(2) 24 Vdc I/O power segment integrated into the bus bases
(1) Current

(U) Voltage
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