Product data sheet

Specifications

Main

External antenna for harmony Hub
ZBRN1 and ZBRNZ2, Harmony
XB5R, 2m cable, 1 radio frequency

connector

ZBRA2

Product availability: Stock - Normally stocked in distribution

facility

Range of Product

Harmony XB5R

Product or Component Type

Wireless and batteryless range

Device short name

ZBRA

Product destination

Wireless access point

Colour of base of enclosure

Black RAL 9011)

Antenna gain

Complementary

3 dBi 83...100 Hz

Communication port protocol

Zigbee green power 2.4 GHz IEEE 802.15.4

Kit composition

Antenna with cable 2 m

Input impedance

50 Ohm

Connector Type

MCX female

Maximum sensing distance

328.08 ft (100 m) access point in free field

Product Weight

Environment

0.09 Ib(US) (0.04 kg)

Relative humidity

90 % -4...131 °F (-20...55 °C), without condensation ETSI EN 300 440-1

Electrical shock protection class

Class Il conforming to IEC 61140

Ordering and shipping details

Category UsS1000122470
Discount Schedule 000l

GTIN 3606480528514
Returnability Yes

Country of origin CN
Packing Units

Unit Type of Package 1 PCE

Nbr. of units in pkg.

1

Package 1 Height

1.575 in (4.000 cm)

Package 1 Width

Price is “List Price” and may be subject to a trade discount — check with your local distributor or retailer for actual price.
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3.937 in (10.000 cm)
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Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications



Package 1 Length

8.661 in (22.000 cm)

Package weight(Lbs) 1.764 oz (50.000 g)
Unit Type of Package 2 S02
Number of Units in Package 2 50

Package 2 Height

5.906 in (15.000 cm)

Package 2 Width

11.811in (30.000 cm)

Package 2 Length

15.748 in (40.000 cm)

Package 2 Weight

6.693 Ib(US) (3.036 kg)

Contractual warranty

Warranty (in months)

18
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'. Environmental Data

Schneider Electric aims to achieve Net Zero status by 2050 through supply chain partnerships, lower impact materials, and circularity via
our ongoing “Use Better, Use Longer, Use Again” campaign to extend product lifetimes and recyclability.

Environmental Data explained >

How we assess product sustainability >

@ Environmental footprint

Total lifecycle Carbon footprint 0.5 kg CO2 eq.

Carbon footprint of the manufacturing phase [A1 to A3] 0.5 kg CO2 eq.

Carbon footprint of the distribution phase [A4] 0 kg CO2 eq.

Carbon footprint of the installation phase [A5] 0 kg CO2 eq.

Carbon footprint of the use phase [B2, B3, B4, B6] 0 kg CO2 eq.

Carbon footprint of the end-of-life phase [C1 to C4] 0 kg CO2 eq.
Use Better

< Materials and Substances

Packaging made with recycled cardboard Yes

Packaging without single use plastic Yes

SCIP Number 25b7f895-3732-43c8-9910-ef6005058640
EU RoHS Directive Compliant By Exemption

Reference contains Substances of Very High Concern
above the threshold

REACh Regulation

WARNING: This product can expose you to chemicals
including: Nickel compounds, which is known to the State
of California to cause cancer, and Di-isodecyl phthalate
(DIDP), which is known to the State of California to cause
birth defects or other reproductive harm. For more
information go to www.P65Warnings.ca.gov

California proposition 65

Use Longer

O Lifetime extension

Repair No

Use Again

© Repack and remanufacture
Circularity Profile End of Life Information
Take-back No

The product must be disposed on European Union markets
WEEE Label E following specific waste collection and never end up in
rubbish bins.
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https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1103010EN
https://download.se.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1103010EN
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Mounting and Clearance

Clearances

Maximum Distance between Transmitter and the Access Point in a Metal Enclosure with an

External Antenna

- - ~60m

}\ ~ 196.8 ft

L

(1) Transmitter

(2) External Antenna

(3) Access Point in a Metal enclosure

The range is reduced if the transmitter is placed in a metal enclosure (reduction factor : approx 10%)

Glass window 10...20 %

Plaster wall 30...45 %

Brick wall 60 %

Concrete wall 70...80 %

Metal structure |[50...100 %
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Offer Marketing lllustration

Product benefits / Features

Technical Benefits

Harmony XB5
Conformity with IEC,
UL, CSA, CCC EAC, and High vibration resistance
JIs s(andgrds. as wel! as Up to IP66, 67, 69, with shake-proof
CE marking and marine 69K, and type terminal screws
approvals 4X protection ratings

t i

\l

Operating temperature g0k protection level Secure switching of
from -40°C -to 70°C up to IK06 inductive or heavy DC
loads directly - 100 000
operations at 10A, 24V dc
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Offer Marketing lllustration

Product benefits / Features

Features
Harmony XB5

nei
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Image of product / Alternate images

Alternative
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