Product data sheet
Characteristics

4X3T2FSS
Transformer, dry type, encapsulated, 3kVA, 3
phase, 480V primary, 208Y/120V secondary,
54X, 115C rise

Main
Product or Component Dry Sealed Transformer
Type
Primary to Secondary 480 V delta 208Y/120 V
Voltage
Full Capacity Taps 25 % FCBN
Complementary
Enclosure Code 54X
Phase 3 phase
Power Rating 3 kVA
Temperature rise 115°C

Height 23 in (584.20 mm)
Width 25.5in (647.70 mm)
Depth 13.75in (349.25 mm)

Enclosure mounting

Floor

Enclosure Material

Stainless Steel

Environment

Enclosure Type

Insulation temperature

NEMA 4X
356 °F (180 °C)

Product Certifications

UL Listed[RETURN]CSA[RETURN]cULus

Ordering and shipping details

Category

16277-RESIN LVGP XFMR

Discount Schedule PE2

GTIN 3606486127988
Returnability No

Packing Units

Unit Type of Package 1 PCE

Number of Units in Package 1

1

Package 1 Weight

Contractual warranty

165.00 Ib(US) (74.843 kg)

Warranty

18 months

Dec 12, 2023
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitability

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



