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Product data sheet
Characteristics

BMXDAO1605
discrete output module M340 - 16 outputs - triac -
100..240 V AC

Product availability : Stock - Normally stocked in distribution facility

Price* : 713.00 USD

Main
Range of product Modicon M340 automation platform
Product or component type Discrete output module
Electrical connection 20-way connector
Discrete output type Triac

Complementary
Leakage current <= 1.5 mA at state 0 120 V

<= 3 mA at state 0 240 V
[Ures] residual voltage <= 1.5 V at state 1
Insulation resistance > 10 MOhm 500 V DC
Response time on output <= 1 ms resistive activation

<= 1 ms resistive deactivation
Typical current consumption 100 mA at 3.3 V DC
Output overload protection With varistor
Inrush current <= 20 A
Current per output common <= 2.4 A
Output current limits 0.025...4.8 A
Status LED 1 LED green module operating (RUN)

1 LED per channel green channel diagnostic
1 LED red module I/O
1 LED red module error (ERR)

Environment
IP degree of protection IP20
Standards CSA C22.2 No 142

IEC 1131-2
IEC 664
NF C 63-850
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UL 508
UL 746C

Dielectric strength 2830 V AC at 50/60 Hz 1 min
Ambient air temperature for operation 32...140 °F (0...60 °C)
Relative humidity 10...95 % without condensation
Protective treatment TC

Ordering and shipping details
Category 18160 - MODICON M340
Discount Schedule PC34
GTIN 00785901795087
Nbr. of units in pkg. 1
Package weight(Lbs) 0.46000000000000002
Returnability Y
Country of origin FR

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  0805  -  Schneider Electric declaration of conformity

 Schneider Electric declaration of conformity

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Product environmental profile Available
Product end of life instructions Available

Contractual warranty
Warranty period 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=698314&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=698314&lang=en-us

