Product data sheet SSP0O30SLACSE39
Characteristics Surge protection device, Surgelogic, SLACSE,
15A, 120V, 39KA, surface mount, hybrid

Main

Product Surge protection device
[
Complementary 3
Voltage Rating 30V DC 5
S
Surge Current 39 KA g
10 KA signal %
Service Voltage 120V <
[
Rated Current 15A . 2’
Device Mounting Surface g é;‘ii
Height 0.70in (17.78 mm) ééé
Width 0.70 in (17.78 mm) £ g;‘j
33¢g
Depth 0.30in (7.62 mm) £58
[ORPE ]
£ 9 g
Ordering and shipping details ~g§§
Category US1DE1B08466 8o
g8x
Discount Schedule DE1B 882
(o=
GTIN 785901293545 258
Returnability Yes s %%
Country of origin MX Be2
233
520
Packing Units 535
Unit Type of Package 1 PCE gé %
Number of Units in Package 1 1 %%ﬁ
Package 1 Height 0.7 in (1.8 cm) 25 £
S8 o
Package 1 Width 0.7 in (1.8 cm) 882
28
Package 1 Length 0.31in (0.8 cm) 8o
s -
Package 1 Weight 63.500 Ib(US) (28.803 kg) seg
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



