Product data sheet
Characteristics

VW3A58866

replacement speed potentionmeter - 2.2kOhm -
IP65

Complementary
Potentiometer characteristic

Main

Accessory / separate Replacement part
part category

Accessory / separate Potentiometer
part type

Continuous rotational operation

Internal conversion resistor 22 kOhm
Environment
IP degree of protection IP65

Ordering and shipping details

Category

22058 - ATV58 OPTIONS AND ACCESSORIES

Discount Schedule

CP4C

GTIN
Nbr. of units in pkg.

00785901327103
1

Package weight(Lbs) 0.33 Ib(US) (0.15 kg)
Returnability No

Country of origin FR

Packing Units

Unit Type of Package 1 PCE

Package 1 Height
Package 1 width

1.85in (4.7 cm)
2.20in (5.6 cm)

Package 1 Length

2.44in (6.2 cm)

Unit Type of Package 2

S02

Number of Units in Package 2

72

Package 2 Weight

3.45 Ib(US) (1.566 kg)

Package 2 Height

5.911in (15 cm)

Package 2 width
Package 2 Length

11.81in (30 cm)
15.75in (40 cm)

Contractual warranty

Warranty 18 months
Mar 30, 2021
Lifels ®n | Schneider 1
PElectric

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



