Fire-Rated Poke-Throughs I I l ' B B E I I
10" SystemOne Series
Perimeter Sub-Plate

Features
* PreWired Duplex Tamper Resistant Receptacle with 24" Leads

» Steel Construction

* White Powder Coat Paint

* Includes Necessary Mounting Hardware
* Includes IG and CONTROLLED Stickers

Ordering Information
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Description UPC Number Catalog Number
SystemOne, 10" Series, Sub S1R10PSPZTR
Plate, 1/2 Perimeter, Tamper

Resistant PreWired Duplex,

24" Leads

Listings Related Products

cULus Listed Fire-Rated Poke-Through STR10PTFIT
Divider S1R10PERIMDIV

Specifications Perimeter Device Bracket S1R10PSPREPBRKT

Material Pre-Galvanized Steel

Finish White Paint

Receptacle Housing Black Thermoplastic

Contacts Brass

Wire Leads Insulated #12 Copper Wire

Plate Position Perimeter

NEMA Configuration 5-20R .

Marking Includes IG and CONTROLLED Stickers Online Resources

Wiring Method 1 Circuit Customer Sales Drawings
eCatalog

Installation Instructions

®

Dimensions in Inches (mm) HUBBELL
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https://hubbellcdn.com/salesdrawings/M13798.pdf
https://hubbellcdn.com/installationmanuals/PD2815.pdf

